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PlasmaActivate50/100
Low-pressure plasma system
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Technical data
Outer dimensions W x H x D: 850 x 1,800 x 1,100 mm

Vacuum chamber Stainless steel with inspection glass

PlasmaActivate 50: Volume: 55 liters
Inner chamber dimensions: W x H x D: 350 x 350 x 450 mm

PlasmaActivate 100: Volume: 101 liters
Inner chamber dimensions: W x H x D: 450 x 450 x 500 mm

All components integrated in the system

Door Aluminum sliding door for easy loading and unloading of the chamber

Plasma generator Different frequencies and power levels available

Gas supply Regulated with MassFlow controller 

Pressure measurement Pirani sensor or Pirani sensor + Baratron 

Connection values and 
media supply

Total connected power
Power supply
Gas supply
Compressed air

2 to 6 kW
400 V, three-phase
6 mm hose connection
6 bar

Pumping unit Two-stage rotary vane pump incl. oil mist filter

Accessories (optional)

Oxygen concentrator

Carrier (sheet)

Rotary drum

Carriage for rotary drum

Barcode reader

Label printer

Separate device for oxygen production, can be used instead of an 
oxygen cylinder

For processing bulk cargo

For tracking treated batches

For labeling batches

Control

PTaS7

Display screens

Input option for important 
parameters and data

Process logging

Remote maintenance

Vipa PLC 
Industrial PC with touchscreen and PTaS7 software

· Formula management and report generation in PC
· Data storage on the PC
· Network-compatible

· Display and modification of machine data
· System overview for checking the machine sequence
· Display and modification of the predefined set values
· Display of process parameters
· Formula name
· Password-protected access to all important screen menus
· Multi-stage processes

· Process parameter
· Batch number
· Formula name

· Fully automated storage of process data on the PC
· Possibility of displaying and printing the process diagram

Process support and troubleshooting via Internet

pa50/100_eng.2012-01

PlasmaActivate50/100  |  Low-pressure plasma system

PA100 still in operation

PA100 in operation

Software: Main page

Software: Graph for manual pressure

Software: Diagram
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